


TOOLS FOR ASSEMBLY 
• Drill

• Measuring Tape

• Pencil

• Bullet Level

• 2 ft Level

• Lithium Grease

• 4 mm Allen Key

• 4.5 mm Allen Key

• Plumb Line

• 1/4" Masonry Drill Bit

• 3/s" Masonry Drill Bit

• Hammer

• #1 Phillips Screw Driver

• 7 mm Socket

• 

71,t Wrench

• Appropriate Tool for Fasteners

• T 15 Screw Driver or Bit

Optional {only if swaging cables instead of simplex fastener)

• Swagable Ferrules (2) • Swaging tool

HARDWARE PROVIDED (PER SHADE) 
• End Caps (2) • Star Bracket

• Top Back of Box Piece • Cable with Tension Rod (2)

• Box Hood • Cable Anchors (2)

• Motor • Eye Bolts (2)

COMPONENTS 

CRADLE IDLER 

BOTTOM BAR 
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• Shade Tube (1)

• Simplex Cable Fastener (2)
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HANG BACK OF BOX 

a. Hold top back box piece
to surface, drill holes and
secure lag screw with
washer in top hole.

b. Level top back box piece.

c. Once top back box piece is
secure, bolt 2 bottom lags
and washers on each side.

INSTALL FABRIC TUBE 

d. Remove and set
aside hood screws
under end caps on
both sides.

a. Remove bolt from cradle idler. Add lithium
grease to bearing.  Place white bearing in
non-motor side pin end.

b. Remove motor clip from star bracket on
the motor end cap, set aside.

c. Pull motor wire through hole & insert fabric tube, motor side
first, into endcaps.
Make sure white button is visible (For XQS Motor only).
Make sure the black motor tabs and silver tabs bracket tabs are
in line with eachother.

d. Place idler bearing into cradle & replace bolt to lock in place.
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